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TEM - 1 NO. OF POSITIONS - 02 - DH1 - PLATING OPTION - D - OPTION

10, 15, 20, 25, 30, 
35, 40, 45, 50 

(Per Row)
(Standard sizes)

–F
= Gold Flash on contact,  

Matte Tin on tail

–L
= 10 µ" (0.25 µm) Gold on 
contact,  Matte Tin on tail

–S
= 30 µ" (0.76 µm) Gold on 
contact, Matte Tin on tail

–A
= Alignment Pin

TEM - 1 POSITIONS  
PER ROW - 02 - 03.0 - PLATING OPTION - D - L1 - OPTIONS

05, 10, 15, 20 
(Standard sizes)

–G
= 10 µ" (0.25 µm) Gold on 
contact, Gold Flash on tail

–L1
= Latching

–K
= (5.50 mm) 
.217" DIA 

Polyimide film 
Pick & Place Pad

–TR
= Tape & Reel

–FR
= Full Reel 

Tape & Reel 
(must order max. 
quantity per reel; 
contact Samtec 

for quantity 
breaks)

(0.80 mm) .0315" PITCH • MICRO TIGER EYE™ HEADER

TEM-DH

TEM-L1

Board Mates:
SEM, SEML

Cable Mates:
SESDT

(No. of Positions x (0.80) .0315) + (9.00) .354

(6.00)
.236

(8.50)
.335

(7.99) .315

(5.00)
.197

(6.65)
.262

(No. of Positions x 
(0.80) .0315) + (7.50) .295

–A OPTION

Unless otherwise approved in writing by Samtec, all parts and components are designed and built according to Samtec’s specifications which are subject to change without notice.

samtec.com/080mm-TigerEye

Note: 
Some lengths, styles and 
options are non-standard, 
non-returnable
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