
FLP2FRX.X-XXX

FLEXIBLE LIGHT PIPE ASSY,

FLAT FACE, RIGHT ANGLE

Engineering ReleaseA

REV. DESCRIPTION

T. Y.

APPROVED

09/14/09

DATE

PART DESCRIPTION

Flexible LIght Pipe 2mm Adapter, Right Angle w/ LED, See page 2 

Flexible Light Pipe Lens Cap Assembly, 2mm Flat Face

ITEM Q'TY

1

2

1

1

FLPR2-XX

PART NUMBER

FLPF-XX.X

±0.050"1.0" ~ 16.0"

±0.15"16.1" ~ 40.0"

±0.30"40.1" ~ 80.0"

±0.5%80.1" ~ 3,940.0"

Tolerance"  L  " *

L

1

2

0.100 [2.5mm]

0.240 [6.1mm]

0.210 [5.3mm]

SINGLE COLOR LED

SHORT LEAD CATHODE

0.320 [8.1mm]

OPERATING TEMPERATURE RANGE

ABSOLUTE MAXIMUM RATINGS (Ta=25°C)

LEAD SOLDERING TEMPERATURE(1/16" FROM BODY)

REVERSE VOLTAGE

REVERSE CURRENT

STORAGE TEMPERATURE

NOTE: FLPR2-XX ADAPTER SHIPPED NON-ASSEMBLED

0.545 [13.8mm]

RECOMMENDED FOOTPRINT

0.300 [7.6mm]

0.100 [2.5mm]

Ø.032

+.003

-.002

SHOULDER OF HOLDER

0.300 [7.6mm]

BI-COLOR LED'S

0.391 [9.9mm]

0.090 [2.3mm]

0.166 [4.2mm]

0.039 [1.0mm]

0.166 [4.2mm]

Recommended Mounting Holes

Ø.169

+.003

-.002

REF.

Replaced 3UWC-0.6K-F with 3UWC1.035C-FB T. Y.04/26/12

Updated Table For Length "L"
C T. Y.11/16/12

* Available in 0.1" increments only

Updated LED Optical CharacteristicsD J. C.09/15/15
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Updated LED Tables
E M. C.08/15/18

TABLE 1

SEE TABLE 1

LED

PART NO.

3BC-Y/G-F

3xBCC-F

YELLOW

SHORT

LEAD

CATHODE

RED

GREEN

LONG

LEAD

CATHODE

GREEN

Updated LED Tables
F M. C.11/13/18

Updated per EOL Notice
G A. V.08/04/20
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