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Product data sheet
Characteristics

NSYAECPFLT35
Spacial - Cable entry membrane type FL21
with 37 entrances IP66

Main
Range Spacial
Product or Component
Type

Cable entry membrane

Accessory / separate
part category

Cable management accessory

Device Application Multi-purpose
Range compatibility Spacial S3D compact enclosure

Spacial CRN compact enclosure
Spacial SF suitable enclosure

Device composition 1 membrane
1 fixing elements

Quantity per Set Set of 1

Complementary
Mounting Support Cable gland plate
Material TPE (thermoplastic elastomer)
Fixing mode By fixing element
Total cable entry number 35
Cable entry number 14 x 0.31…0.47 in (8…12 mm)

16 x 0.39…0.55 in (10…14 mm)
2 x 0.47…0.71 in (12…18 mm)
1 x 0.67…1.26 in (17…32 mm)
2 x 0.24…0.39 in (6…10 mm)

Height 1.57 in (40 mm)
Width External 8.43 in (214 mm)

Fixing center 7.64 in (194 mm)
Depth Fixing center 2.44 in (62 mm)

External 3.46 in (88 mm)
Color Gray RAL 7035)
Net Weight 0.75 lb(US) (0.34 kg)

Environment
IP degree of protection IP66
Flame retardance V0 conforming to UL 94
Ambient Air Temperature for Operation -40…212 °F (-40…100 °C)
Environmental characteristic Oil resistant UL 157 FIMKO

UV resistant
Weatherproof
Fire resistance UL 94 V0

Ordering and shipping details
Category 80036-ENCLOSURE SYSTEMS ACCESSORIES
Discount Schedule ES1
GTIN 3606480169045
Nbr. of units in pkg. 1
Package weight(Lbs) 11.27 oz (319.37 g)
Returnability No
Country of origin FR

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
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Packing Units
Unit Type of Package 1 PCE
Package 1 Height 1.57 in (4 cm)
Package 1 width 3.54 in (9 cm)
Package 1 Length 8.66 in (22 cm)
Unit Type of Package 2 BB1
Number of Units in Package 2 20
Package 2 Weight 14.75 lb(US) (6.689 kg)
Package 2 Height 7.87 in (20 cm)
Package 2 width 12.20 in (31 cm)
Package 2 Length 15.75 in (40 cm)
Unit Type of Package 3 CAR
Number of Units in Package 3 20
Package 3 Weight 14.18 lb(US) (6.433 kg)
Package 3 Height 7.87 in (20 cm)
Package 3 width 12.20 in (31 cm)
Package 3 Length 15.75 in (40 cm)

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
REACh free of SVHC Yes
EU RoHS Directive Pro-active compliance (Product out of EU RoHS legal scope) EU RoHS

Declaration
Toxic heavy metal free Yes
Mercury free Yes
RoHS exemption information Yes
China RoHS Regulation China RoHS Declaration
Environmental Disclosure Product Environmental Profile

Contractual warranty
Warranty 18 months

https://download.schneider-electric.com/files?p_enDocType=Product+environmental&p_Doc_Ref=ENVPEP100104EN

