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PN #: PN17-0002 Rev: 1.0 Issue Date: August 3rd, 2017 

Type of Change:   minor /  major  Change of packaging for Swissbit X-60 2.5” SSD’s   

Detailed Description of Change: 

 

The packaging of Swissbit X-60 2.5” SSD’s will be improved: 

 

 Current Packaging 

 

New Packaging 

 

Material PET, transparent PET, transparent 

Tray quantity 4 pcs. ( 2x2 ) 20 pcs. ( 2x10 ) 

Box quantity 6 x 4 = 24 pcs. (max.) 1 x 20 = 20 pcs. (max.) 
 

Quality impact: 

 minor /  major /  no 
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Reliability impact: 

  minor /  major /  no 

Reason for change:  Improvements in stability and handling 

Affected products: 

Series Current Part Number New Part Number 

2.5” SATA SSD X-60 series SFSAxxxGQ1AA1TO-t-xx-216-xxx Same, no change 

t = temperature grade C or I; x = SSD capacity, configuration and options 

Implementation date:   September 4th 2017, floating transition based on stock 

 

 

Should you have any questions or concerns with the content of this notification, please contact your Swissbit sales 

representative within 30 days.  

 

IMPORTANT NOTE: 

Swissbit – as a provider of industrial products – announces and informs about every change in the product hardware 

and firmware. We always test backwards compatibility and assure best quality, reliability and transparency for our 

customers. We apologize for any inconvenience caused. 

 

Affected products: 

PN Description 

605954 SFSA030GQ1AA1TO-I-LB-216-STD 

605955 SFSA030GQ1AA1TO-C-LB-216-STD 

605956 SFSA060GQ1AA2TO-I-LB-216-STD 

605957 SFSA060GQ1AA2TO-C-LB-216-STD 

606170 SFSA064GQ1AA2TO-I-LB-216-EXT 

605958 SFSA120GQ1AA4TO-I-LB-216-STD 

605959 SFSA120GQ1AA4TO-C-LB-216-STD 

606040 SFSA120GQ1AA4TO-C-LB-216-NOV 

606171 SFSA128GQ1AA4TO-C-LB-216-EXT 

605960 SFSA240GQ1AA4TO-I-HC-216-STD 

605961 SFSA240GQ1AA4TO-C-HC-216-STD 

606072 SFSA240GQ1AA4TO-C-HC-216-NOV 

605962 SFSA480GQ1AA4TO-I-OC-216-STD 

605963 SFSA480GQ1AA4TO-C-OC-216-STD 

 


