
 

 

 
Drawing No. *Rev. Date Page 

AL008SA-GN-020mA B 2016/07/21 1/10 

 
 

 

No. 15, Sanmin S.Rd.,Fongshan Village, Hukou Township, Hsinchu County 303,Taiwan,R.O.C. No.28,Alley 4,Lane 711,Boai St.,Ju-Bei City,HsinChu,Taiwan,R.O.C. 

TEL:886-3-5986248  FAX:886-3-5986247   http://www.solidlite.com TEL:886-3-5512110/5559130  FAX:886-3-5559189   http://www.solidlite.com 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

NOTE :  

Green Part 
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Part No. AL008SA-GN-020mA 

Description of P/N No. 

 

AL008SA ïGN ï020mA 
 

 

 

 

                              

                 

 

                                                               

Description of Lot . 
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Description of Rank 
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Green Series 

SOLIDLITE LED ï AL008 Series 

 

Vf Code : See the page.8/10 

Iv Code : See the page.8/10 

 

ɚd Code : See the page.8/10 

 

Month 

NO. 

Solidlite Corp.

P/N  :

Lot  :

Date: Rank:

Q'ty : QA   :
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Test Condition 
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Absolute Maximum Ratings at TA=25̆  

Parameter MAX.  Unit  

DC forward current  30 mA 

Power Dissipation  105 mW 

Pulse Current (1/10 duty, 100ms Pulse width) 100 mA 

Reverse Voltage (Vr) 5 V 

Electrostatic Discharge Classification(HBM)  ǰ 500V  

Operating Temperature Range -40̆  to +85̆  

Storage Temperature Range -55̆  to +100̆  

Lead Soldering Temperature 245̆  for 10 seconds 

Electrical and Optical Characteristics at TA =25̆  

Parameter Test Condition Symbol Min.  Typ. Max. Unit  

Dominant Wavelength IF=20mA  ɚd 515 ɉ 535 nm 

Forward Voltage IF=20mA  VF 3.0 ɉ 3.5 V 

Reverse Current VR=5V IR ɉ ɉ 10 µA 

Luminous Intensity IF=20mA Iv  900 ɉ 1300 mcd 

Viewing Angle IF=20mA  2;1/2 ɉ 110 ɉ deg 

Recommend forward current for longer duration is 20mA. 

These values measured by Optical Spectrum Analyzer of SOLIDLITE. 

Package outline dimensions : Recommended pad : 


