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ITEM
NO. DESCRIPTION MATERIAL QTY.

1 MALE INSERT ASSY.
NYLON, POLYCARBONATE,
BRASS
PLATING - NICKEL OR ZINC

1

2 WATERTITE - MALE HUSK SILICONE 1

3 GROMMET RUBBER 2

4 FRICTION RING NYLON 2

5 COMPRESSION NUT
YELLOW NYLON 2

6 YELLOW SOOW CORD COPPER WIRE 1

7 WATERTITE - FEMALE
HUSK SILICONE 1

8 CLOSURE CAP YELLOW SILICONE 1

9 FEMALE INSERT ASSY.
NYLON, POLYCARBONATE,
BRASS
PLATING - NICKEL OR ZINC

1

10 CABLE GLOVE SILICONE 2

11 RETAINING SCREW STAINLESS STEEL 4

"PRODUCT LENGTH"

1.85⌀ 1.85⌀

1111

MATERIAL NO. ENGINEERING NO. DESCRIPTION PRODUCT LENGTH

1301430180 24W04A142 24W04 W/25FT 14-2SO 25W04 25 FT +12.0/-0.0 IN

1301430182 24W04B142 24W04 W/50FT 14-2SO 25W04 50 FT +24.0/-0.0 IN

1301430307 24W04D142 24W04 W/100FT 14-2SO 25W04 100 FT +24.0/-0.0 IN

1301430015 24W04B162 24W04 W/50FT 16-2SO 25W04 50 FT +24.0/-0.0 IN
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WATERTITE CORDSET 
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FACE VIEW OF
MALE INSERT

25W04
FACE VIEW OF

FEMALE INSERT

NEMA L1-15; 15A 125V; 2-POLE/2-WIRE


