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LOW BAND PORT-1

Spec: 2.0:1 VSWR or 9.5dB RL maximum



LOW BAND PORT-2

Spec: 2.0:1 VSWR or 9.5dB RL maximum



LOW BAND PORT-3

Spec: 2.0:1 VSWR or 9.5dB RL maximum



LOW BAND PORT-4

Spec: 2.0:1 VSWR or 9.5dB RL maximum



HIGH BAND PORT-1

Spec: 2.0:1 VSWR or 9.5dB RL maximum



HIGH BAND PORT-2

Spec: 2.0:1 VSWR or 9.5dB RL maximum



HIGH BAND PORT-3

Spec: 2.0:1 VSWR or 9.5dB RL maximum



HIGH BAND PORT-4

Spec: 2.0:1 VSWR or 9.5dB RL maximum



TOP-LEFT LOW BAND PHI=0



TOP-LEFT LOW BAND PHI=90



TOP-LEFT LOW BAND THETA=90



TOP-LEFT HIGH BAND PHI=0



TOP-LEFT HIGH BAND PHI=90



TOP-LEFT HIGH BAND THETA=90



TOP-LEFT HIGH BAND MAX TO MAX (GAIN)



TOP-LEFT HIGH BAND EFFICIENCY %



TOP-RIGHT LOW BAND PHI=0



TOP-RIGHT LOW BAND PHI=90



TOP-RIGHT LOW BAND THETA=90



TOP-RIGHT HIGH BAND PHI=0



TOP-RIGHT HIGH BAND PHI=90



TOP-RIGHT HIGH BAND THETA=90



TOP-RIGHT HIGH BAND MAX TO MAX (GAIN)



TOP-RIGHT HIGH BAND EFFICIENCY %



BOTTOM-LEFT LOW BAND PHI=0



BOTTOM-LEFT LOW BAND PHI=90



BOTTOM-LEFT LOW BAND THETA=90



BOTTOM-LEFT HIGH BAND PHI=0



BOTTOM-LEFT HIGH BAND PHI=90



BOTTOM-LEFT HIGH BAND THETA=90



BOTTOM-LEFT HIGH BAND MAX TO MAX (GAIN)



BOTTOM-LEFT HIGH BAND EFFICIENCY %



BOTTOM-RIGHT LOW BAND PHI=0



BOTTOM-RIGHT LOW BAND PHI=90



BOTTOM-RIGHT LOW BAND THETA=90



BOTTOM-RIGHT HIGH BAND PHI=0



BOTTOM-RIGHT HIGH BAND PHI=90



BOTTOM-RIGHT HIGH BAND THETA=90



BOTTOM-RIGHT HIGH BAND MAX TO MAX (GAIN)



BOTTOM-RIGHT HIGH BAND EFFICIENCY %


