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MARLIN TECHNOLOGIES INC.
TITLE

SIZE DRAWING NUMBER TYPE REV

CHECKED      S. JOHNSON
APPROVED    S. JOHNSON

DATE  07/17/18

CONFIGURABLE 12 POS KYPD

DATE  07/31/18

DO NOT SCALE DRAWING

UNLESS OTHERWISE SPECIFIED, DIMENSIONS 
ARE IN INCHES AND TOLERANCES ARE

TWO PLACE
DECIMAL
+/- 0.05

THREE PLACE
DECIMAL
+/- 0.020

ANGLES

+/-

SMJA 12/30/15 11699E RELEASE TO PRODUCTION

NOTES:
1.  OPERATING VOLTAGE: +9VDC TO +36VDC (+12VDC OR 24VDC NOMINAL).
2.  REFERENCE CAN COMMUNICATION SPECIFICATION: 11713S-
3.  HANDLING PRECAUTION: DO NOT FLEX OR TWIST ASSEMBLY.
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BACK LIGHT
(16 PLCS.)WHT

+5VDC

VBATT

+3.3V 
REG.+3.3VDC

4.57

3.15

J1
DEUTSCH DT15-4P
MATES WITH
DEUTSCH DT06-4S

1.750 TYP.

3.000
TYP.

0.65 0.44
TYP.

0.56 0.75 MAX. M6 x 0.450 STUD (4 PLCS.)
MAX. TORQUE = 35 IN LBS.
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J1

0.860

0.816

R 0.220 (4 PLCS.)

OPTIONAL PANEL CUT-OUT

1.315

0.466

1.750 TYP.

3.000 TYP.

0.860

0.695
0.816

0.440

R 0.220 (4 PLCS.)
R 0.020 (2 PLCS.)
R 0.060 (2 PLCS.)

RECOMMENDED PANEL CUT-OUT

TOP

Ø 0.259
(4 PLCS.)
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