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NOTE:

 1. ALL DIMENSIONS IN MM[INCH].

 2. GENERAL TOLERANCE: X.X = 0.4

                                     X.XX = 0.25

 3. TERM. NUMBERS FOR REFERENCE ONLY.

 4. CONTACT MATERIAL: SILVER

 5. CONTACT RATING: 150mA, 250VAC/DC

                                 350mA, 110VAC/DC

 6. CONTACT RATING (NON-SWITCHING) 5A

 7. OPERATING FORCE: .8 .3kg-cm

 8. OPERATING TEMP: -30C to 85C
 9. CIRCUIT SP: 12 POSITION 30 INDEX.

10. DIELECTRIC STRENGTH: 500VAC FOR 1 MIN.

11. HARDWARE SUPPLIED ON SWITCH: LOCKWASHER, HEXNUT

12.     DENOTES CRITICAL PARAMETER.

HARDWARE SUPPLIED

ON SWITCH

D 17410 REVISED AND REDRAWN

6/26/07

TN

3/8-32 UNEF-2A

THREADS

3.00

[.118 in]

5.50

[.217 in]

FLAT

30.0°

15.0°

1.40

[.06 in]

(13)

22.00

[.866 in]

8.00

[.315 in]

E
24267

updated print
5/12/20

MW

9.50

[.374 in]

6.35

[.250 in]


