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NOTES:

1. (a) CONTINUITY CHECK (E-1103-1) TEST SET
          CHECK TRANSFER OF CONTINUITY BETWEEN JACK SLEEVE AND
          SHUNT TO THE JACK SLEEVE AND PLUG GAGE WITH THE INSERTION
          OF PLUG GAGE M518-01. 
          
    (b) BUSHING I.D. /TIP POSITION CHECK
          CHECK BUSHING I.D. AND SLEEVE SPRING TIP POSITION WITH
          M518-02 PLUG GAGE.

2. DIELECTRIC CHECK
          CHECK FOR DIELECTRIC STRENGTH OF 500 VAC MINIMUM BETWEEN
          SLEEVE AND SHUNT WITH PLUG GAGE INSERTED. 

3. INSERTION AND WITHDRAWAL  FORCE
          INSERTION FORCE:         3 LB MAX.
          WITHDRAWAL FORCE:    4 OZ. MIN.

4. FORCE TO OPEN SHUNT-APPLIED AT THE POINT "X" OF THE SLEEVE SPRING.
    USING M578 FORCE GAGE.
          MINIMUM FORCE: 125 GRAMS

5. FREQUENCY OF IN-PROCESS CHECKS BY PRODUCTION ON A
    PERCENTAGE BASIS:
          NOTE 1 (a) : 100%
          NOTE 1 (b) : 5%
          NOTE 4 :      1%

6. HEX NUT AND FLAT WASHER SHIPPED UNASSEMBLED.

7. THESE ASSEMBLIES ARE RoHS COMPLIANT.

PART NUMBER PART
REV

CENTER PIN/ 
JACK SIZE REF

PC712A H 0.10 [2.5 mm]
PC722A H 0.080 [2.0 mm]
PC732A H 0.05 [1.3 mm]
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POWER JACKS
STRAIGHT PC, RoHS PC712A PC722A PC732A H

1. ALL DIMENSIONS IN INCHES
   - TWO PLACE DECIMALS     0.01
   - THREE PLACE DECIMALS   0.005
   - ANGLES                              1
   - ALL DIA. CONCENTRIC WITHIN 0.005 T.I.R.

2. FEATURES ON THE SAME CENTERLINE
    MUST BE ALIGNED WITHIN 0.002

3. REMOVE ALL BURRS
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