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11. PRODUCT SPECIFICATION REFER TO PS-87715-200.

12. PACKAGE SPECIFICATION REFER TO PK-87715-205.

13. TEST SUMMARY REFER TO TS-87715-211.

14. LEAD FREE AND RoHS COMPLIANT PRODUCT.

B70

B50

B34

A70

A50

A34

PIN #1 IDENTIFIED BY

SQUARE ANNULAR RING

B1

B2

A2

TYP

NOTES:
 
1.  MATERIALS: HOUSING - HIGH TEMPERATURETHERMOPLASTIC, UL 94-VO (BLACK)
              TERMINAL - COPPER ALLOY
 
2.  PLATING: CONTACT AREA - SEE TABLE IN SHEET 2 FOR PLATING OPTION
             SOLDER TAILS - SEE TABLE IN SHEET 2 FOR PLATING OPTION
             UNDERPLATING - 50µ" (1.27µm) MIN. NICKEL
 
3.  MOLEX LOGO - TO BE LASER-MARKED
 
4.  DATE CODE - TO BE LASER-MARKED
 
5.  CHAMFER EDGES OF EDGE CARD MUST BE FREE OF CUTTING BURRS
 
6.  THE HORIZONTAL AXIS FOR THE FOOTPRINT HOLE PATTERN IS ESTABLISED BY 
      A LINE THROUGH THE CENTRE OF THE TWO ⌀2.35 HOLES. THE 
      VERTICAL AXIS IS 90° TO THE HORIZONTAL AXIS, THROUGH THE CENTRE 
      OF DATUM Z
 
7.  FEATURES DESIGNED TO FUNCTIONALLY MATE/MOUNT(SLIP FIT) PER
     THE RECOMMENDED EDGE CARD AND PCB PATTERN.
 
8.  PINS FOR HOT PLUG PRESENCE DETECTION. NO TIE BAR PERMITTED
     FROM CARD EDGE TO LEADING EDGE OF PAD FOR THE HOT PLUG
     PINS.
 
9.  PIN #1 INDENTIFIER
 
10. KEEP OUT AREA - NO EXTERNAL COMPONENTS ALLOWED ON PCB
      SURFACE

RECOMMENDED P.C.B. PATTERN 

(CONNECTOR SIDE)

THICKNESS: 1.57mm FOR 2.54mm SOLDERTAIL LENGTH

            2.35mm FOR 3.00mm SOLDERTAIL LENGTH
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PIN #B1 PIN #B82

PIN #B17 PIN #B31 PIN #B48

PIN #B81

PIN #A1PIN #A82

RECOMMENDED EDGE CARD PATTERN

          (PRIMARY SIDE)

          THICKNESS: 1.57mm

RECOMMENDED EDGE CARD PATTERN

          (SECONDARY SIDE)

          THICKNESS: 1.57mm
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