
PCN - 12 004

Issue Date: February 10 2012

Product Manager:

Subject:

Distribution:

Type of Change:

Change Description:

Reason for Change:

Affected Parts:

Effective Date of Change: February 13 2012

Last Time Buy Date: N/A N/A N/A

Last Disty Return Date: N/A N/A N/A

Datasheet Attached? N/A

Qual/Test Data Attached? N/A

Samples Availability Date: N/A N/A N/A

Available Alternatives? N/A

Contact your local FCI Representative, or

MODULAR JACKS at Cat3 Performance Range

MULTIPORT STACKED STANDARD, MULTIPORT STANDARD

MEGAN TENG

Product Change Notification

GLOBAL

Product Documentation Change

Product Name:

Questions? Product Manager - Megan Teng

+886-3-454-9791  / megan.teng@fci.com

To obsolete the product spec. GS-12-659 of 10113616, and combine which into GS-12-0990 as the
Modular Jack RJ45 standard product spec.
To modify the range of operating temperature from -0°C~+70°C to -40°C~+85°C in GS-12-0990  
To update the customer drawing of 10113616 by this change. 

To consolidate the old product spec. GS-12-659 of RJ45 1x8 10113616 was released in year 2010,
into the new released GS-12-0990 of the 18 series Multi-ports Modular Jack connectors as a whole of
the standard product spec. for current Modular Jack RJ45 connectors.  

See attached list


