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NO: PX-066 PRODUCT:  E2EQ-XX Proximity Sensors 
DATE: December 2014 TYPE:  Modification Notice 

E2EQ-XX Spatter-Resistant Fluororesin Coated Long 
Distance Sensing Proximity Sensors Modified with CE Mark 
 
The CE mark has been applied to the packing label and 
cable of E2EQ-XX long distance sensing proximity 
sensors to indicate conformity with EU directives. 
 
Effective date:  September 2014 production 

Affected Parts 
Models Specification 

E2EQ-X4X1 2M 

E2EQ-X4X1 5M 

E2EQ-X4X1-M1J 0.3M 

E2EQ-X4X1-M1TJ 0.3M 

E2EQ-X8X1 2M 

E2EQ-X8X1 5M 

E2EQ-X8X1-M1J 0.3M 

E2EQ-X8X1-M1TJ 0.3M 

E2EQ-X15X1 2M 

E2EQ-X15X1 5M 

E2EQ-X15X1-M1J 0.3M 

E2EQ-X15X1-M1TJ 0.3M 

E2EQ-X15X1-M1GJ-1 0.3M 

Changes 
Packing Label 

Before the change After the change 

Packing label 
Without CE mark 
 

 

Packing label 
With CE mark 
 

 
 

CE mark
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Cable Marking 

Before the change After the change 

Cable 
Without CE mark 

 
 
 
 
 
 
 

Cable 
With CE mark 

 
 

 

 
 
 

Specifications in this product news are as of the issue date and are subject to change without notice. 
Only main changes in specifications are described in this document. Please be sure to read the relevant catalogs, datasheets, product 
specifications, instructions, and manuals for precautions and necessary information when using products. 

 
 

 
 


