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HC24-2.4-AG| Revision AM 27/06/2022 27/07/2022 11/06/2022 27/08/2022

HC15-3-AG   | Revision AJ 01/08/2022 01/09/2022 04/04/2022 01/10/2022

F24-553G     | Revision AD 26/07/2022 26/08/2022 14/05/2021 26/09/2022

F24-12-AG   | Revision AN 18/07/2022 18/08/2022 04/04/2022 18/09/2022

F15-15-AG   | Revision AN N/A N/A 12/11/2019 N/A

F24-12-AG   | Revision AM

F15-15-AG   | Revision AM

N/A

No degradation on reliability

Bel Power Solutions Old PN or Process

HC24-2.4-AG| Revision AK

HC15-3-AG   | Revision AH

F24-553G     | Revision AC

N/A

CUSTOMER PCN NOTIFICATION
PCN-CO121331

08/06/2022

Audrey Boulot

- Audrey.Boulot@psbel.com 

- tech.support@psbel.com

PCN-CO121331

Replace TO-3 insulator 320-24945-G, qty:1, with TO-3 insulator 320-12090-G, qty:1, on the following Linear Power Supplies:

- HC24-2.4-AG   Power 58W | Output 24VDC, 2.4A | Input 87-264VAC

- HC15-3-AG      Power 45W | Output 15VDC, 3A | Input 87-264VAC

Replace TO-3 insulator 320-16492-G, 2 places, with TO-3 insulator 320-12090-G bringing the quantity of 320-12090-G from: 7 to: 9 on the 

following Linear Power Supply modules

- F24-553G     IN 100 TO 240V | OUT 24V 12A

- F24-12-AG  Power 288W | Output 24VDC, 12A | Input 87-264VAC

- F15-15-AG Power 192W | Output 12VDC, 16A | Input 87-2 64VAC

Efforts being made to avoid the possibility of errors which could occur on the production line.

< Reference Description of Change >

Refer to the table on the bottom  for power supplies revision changes.

N/A


