
1 = -40 TO 105°C - UL AWM STYLE WIRE 1015/10070 - 105°C 600 VAC
2 = -40 TO 150°C - UL AWM STYLE WIRE 3289 - 150°C 600 VAC

CONNECTOR WIRE LENGTH: 305 mm

OPERATING VOLTAGE: 480 V•

SPECIFICATIONS:3.
ANSI C136-41-2017•
ANSI C136-10-2010•
UL 773•

NOTES:

MATERIALS: ALL MATERIALS ARE RoHS COMPLIANT PER EU DIRECTIVE 2011/65/EU & AMENDMENTS.1.
HOUSING: ENGINEERING THERMOPLASTIC, UL FLAMMABILITY RATING 94V-0, COLOUR BLACK•
POWER CONTACT: COPPER ALLOY, PLATED WITH TIN OVER NICKEL•
DIMMABLE CONTACT: COPPER ALLOY, PLATED WITH 0.76 µm (30 µ") GOLD OVER 1.27 µm (50µ") •
NICKEL, DRY LUBRICANT APPLIED TO CONTACT SURFACE AFTER PLATING
POWER CONTACT WIRE: COPPER WITH PVC INSULATION, UL 1015/10070, 14 AWG•
DIMMABLE CONTACT WIRE: COPPER WITH PVC INSULATION, UL 10070, 18 AWG•
PROTECTIVE CAP: P.E.T POLYESTER TRANSPARENT ANTI-STATIC•

ELECTRICAL CHARACTERISTICS:2.
HIGH VOLTAGE CURRENT: 15 A•
DIMMABLE CONTROL: 0 - 10 V•

FLA SERIES

ROTATABLE

NUMBER OF DIMMABLE CONTACTS
2 = 2 DIMMABLE CONTACTS
4 = 4 DIMMABLE CONTACTS

14 AWG POWER CONTACT WIRE

OPERATING TEMPERATURE:

PANEL GASKET CAN BE ORDERED SEPARATELY; REFER TO DRAWING P-FLA-2N-01BP.
CONSULT WITTH AMPHENOL CANADA FOR OTHER OPTIONS OR SPECIAL REQUESTS.
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1

JUN11/20 S.M.

ANGULAR DEGREES

UPDATED WITH LUMINAIRE 

1 DECIMAL PLACE
 
2 DECIMAL PLACES
 
3 DECIMAL PLACES
       

NOTES UPDATED

ROTATING INSTRUCTIONS:

LIFT THE ROTATABLE HOUSING UPWARDS, AWAY FROM THE LUMINAIRE.1.

ROTATE THE HOUSING TO THE DESIRED POSITION.2.
.

LET THE HOUSING DOWN TO LOCATE AT THE DESIRED POSITION.3.

LOCATOR HOUSING

ROTATABLE RECEPTACLE

GASKET

LUMINAIRE WITH LOCATING PINS

SNAP SPRING


