
MOLEX PN ENGINEERING No L+Tol. [mm]
1200695257 0811 041KM 02500 2000 ±25
1200698461 0811 041KM 06500 6000 ±30

TABLE 1

CABLE SPECIFICATION:

CONDUCTOR:
 SECTION: 4x0.25mm2

INSULATION:
 DIAMETER: 1.3±0.05mm
 MATERIAL: PVC
JACKET:
 MATERIAL: PVC
 COLOR: BLACK
OPERATING TEMPERATURE RANGE:
 -40°C to +105°C
OPERATING VOLTAGE: 300V

VIEW FROM THE FRONT SIDE

PRINTING ON THE LABEL:
Molex MOLEX PN ENGINEERING No MXYYWW
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BILL OF MATERIAL
5 4 CONTACT MALE COPPER GOLD OVER

Ni-PLATED
4 1 INSERT MALE M12 4P BLACK PUR -
3 1 COUPLING NUT M12 MALE BRASS Ni-PLATED
2 - MOULDING MATERIAL BLACK TPU -
1 - CABLE 4x0.25 BLACK PVC -
ITEM QTY. DESCRIPTION MATERIAL FINISH

BROWN
WHITE

BLACK

SHIELD LENGTH
THE SAME AS WIRES

SEE TABLE 1

IF NOT SPECIFIED DIFERENTLY
TOLERANCES ACCORDING TO WN-00004
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DIMENSION UNITS SCALE

mm 2:1
GENERAL TOLERANCES
   (UNLESS SPECIFIED)

ANGULAR TOL ±  °

4 PLACES ±

3 PLACES ±

2 PLACES ±

1 PLACE ±

0 PLACES ±

DRAFT WHERE APPLICABLE
MUST REMAIN

WITHIN DIMENSIONS

CSE M12 4P MA STR PVC XM

 PRODUCT CUSTOMER DRAWING
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