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Hydraulic hand tool HPi 10 
without dies or die set assembly
Hydraulic hand tool for crimping connectors.
 
advantages: 
- extremely quick processing due to a two-stage 
  hydraulic pump
- extremely handy and compact construction form
- 180° revolving head with quick opening and closing
- integrated pressure relief valve, false pressings 
  cause no damage at tool or dies
- delivery completely transport plastic case
  (without dies or die set assembly)
 
technical data: 
press capacity: approx. 55 kN
operating pressure: 650 bar (65 MPa)

Hydraulische Handzange HPi 10
ohne Matrizen oder Matrizen mit Kontakt 
Positionierer
Hydraulisches Handwerkzeug zum Crimpen von 
Verbindern.
 
Vorteile: 
- extrem schnelles Arbeiten durch zweistufige 
  Hydraulikpumpe
- Schnellverschlusskopf um 180° drehbar
- handlich und kurze Bauform
- eingebautes Überdruckventil, auch bei 
  Fehlpressungen keine Beschädigung von 
  Werkzeug und Einsätzen
- Lieferung einschl. Transportkoffer aus Kunststoff
  (ohne Matrizen oder Matrizen mit Kontakt   
  Positionierer)
 
Technische Daten: 
Presskraft: ca. 55 kN
Betriebsdruck: 650 bar (65 MPa)


