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Initially pioneered by Cannon during the 1930s, our Rack and  

and insert arrangements, as well as materials, plating and contact 
options. Many of our standard and custom designs meet the  
stringent requirements of ARINC 600, ARINC 404 (MIL-C-81659)  
and MIL-DTL-83733 standards.   

connectors offer high performance and reliability with  
exceptional versatility. Available in rectangular, circular  

of our microminiature connectors meet or exceed applicable 

Since 1963, Cannon has provided  connectors to the Microwave 
and RF industry. The RF 50 & 75 Ohm product lines cover UHF 
band through Ku band requirements. These connectors and cable 
assemblies are available with a thread type, snap type, bayonet 
type or slide on coupling method. The frequencies range from DC 
to 18+ GHz.

Cannon invented D-Sub connectors in 1952. Our family of 
D-Subs now includes combinations of signal, power and RF, 
as well as severe service sealed connectors. Cannon D-Sub  
are available with an extensive line of backshells and  
accessories and are one of the most economical shielded  
connector solutions available. Our D-Sub connectors are  

We offer a range of sealed circular and rectangular connectors in  

or cable to cable/ bulkhead applications.  Both signal and power  
contacts can be combined in various layouts. All product lines within 
the Transportation segment offer very low contact resistance and  
deliver maximum signal integrity.




