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DATE: April 2014 TYPE:  Discontinuation Notice 

E2SS Cylinder Sensors to be Discontinued March 2015 
The E2SS inductive Cylinder Sensors will be discontinued March 31, 2015. No replacement was 
recommended. 

Affected Parts 
Product 
discontinuation Description Recommended 

replacement 
E2SS-MB1 2M  PNP output, pre-wired cable 

No recommended 
replacement  

E2SS-MB1-M1J 0.3M  PNP output, pre-wired connector 
E2SS-MC1 2M  NPN output, pre-wired cable 
E2SS-MC1-M1J 0.3M  NPN output, pre-wired connector 
E2SS-WB1-P1 PNP output, connector 
E2SS-WC1-P1  NPN output, connector 

E2SS-MR1  Mounting bracket, round cylinders, 8-25 mm dia. 

No recommended 
replacement  

E2SS-MR2  Mounting bracket, round cylinders, 25-63 mm dia. 

E2SS-MV1  Mounting bracket, dovetail-groove cylinders, 7 mm 
E2SS-MV2  Mounting bracket, dovetail-groove cylinders, 9.4 mm 
E2SS-MV3  Mounting bracket, dovetail-groove cylinders, 11.5 mm 
E2SS-MV4  Mounting bracket, dovetail-groove cylinders, 12.6 mm 

E2SS-MT1  Mounting bracket, tie-rod cylinders, 32-40 mm dia. 
E2SS-MT2  Mounting bracket, tie-rod cylinders, 50-63 mm dia. 
E2SS-MT3  Mounting bracket, tie-rod cylinders, 80-100 mm dia. 
E2SS-MT4  Mounting bracket, tie-rod cylinders, 160-200 mm dia. 

E2SS-WV1  Mounting bracket, T-groove or dovetail-groove cylinders 

Specifications and prices in this product news are as of the issue date and are subject to change without notice. 
Only main changes in specifications are described in this document. Please be sure to read the relevant catalogs, data 
sheets, product specifications, instructions, and manuals for precautions and necessary information when using products 


