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L+Tol.
SEE TABLE 1

CONNECTOR SPECIFICATION :

VOLTAGE : 30V AC/DC
AMPERAGE RATING : MAX. 2 AMPS
PROTECTION : IP67/68/69K
OPERATING TEMPERATURE : -20°C TO +80°C

ITEM QTY. DISCRIPTION MATERIAL FINISH/COLOR
1 - CABLE SEE MATRIX SEE MATRIX
2 1 U12 8P PLUG ASSEMBLY - -

3 8 CONTACT FEMALE COPPER SELECTIVE GOLD 
OVER NICKEL

4 - MOULDING TPU SEE MATRIX

BILL OF MATERIAL

SCALE 1:2
FORMAT: master-tb-prod-A3
REVISION: J1
DATE: 2021/05/01

DOCUMENT STATUS P1 RELEASE DATE 2022/03/25 07:18:05
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DIMENSION UNITS SCALE

mm 2:1
GENERAL TOLERANCES
   (UNLESS SPECIFIED)

ANGULAR TOL ± 1.0 °

4 PLACES ±

3 PLACES ±

2 PLACES ± 0.05

1 PLACE ± 0.3

0 PLACES ± 0.5

DRAFT WHERE APPLICABLE
MUST REMAIN

WITHIN DIMENSIONS
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CABLE NO. OF CROSS
CABLE JACKET UL CSA

STATIC: TEMP. / DYNAMIC: TEMP. /
DRAG CHAIN SHIELD

TYPE WIRES SECTION BENDING RADIUS BENDING RADIUS
P02 8 0.25mm² PUR / PVC BLACK - - -30°C to +80°C, 7xO.D. -5°C to +80°C, 15xO.D. - -

CABLE SPECIFICATION :

No. Molex P/N Engineering no. L+Tol.[mm]
1 1200795116 W08007P02M020 2000±25
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PART LIST

AFTER ELECTRICAL TEST CUT OFF
STRIPPED LENGTH

W 0 8 0 0 7 P 0 2 M * * *

POLES:
8 = 8 POLES 007 = MALE 90°

PART NO MATRIX

LENGTH:
EXAMPLE:
010 = 1 m
050 = 5 m
100 = 10 m

W0 = M12 ULTRA-LOCK

UNIT:
M = METER

CABLE:
P02 - 8x0.25mm2, PUR BK
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