
NOTES:

1. ELECTRICAL DATA: 
    MAX. VOLTAGE RATING 60 VDC
    MAX. CURRENT PER CONTACT 1.5 A
2. ENVIRONMENTAL:  
    OPERATING TEMPERATURE SEE SHEET 2
    INDEX OF PROTECTION RJ45: IP20
    INDEX OF PROTECTION M12: IP67
3. FOR MORE INFORMATION SEE PRODUCT SPECIFICATION 1201080202 PS P00

10 1 ORING RED FPM ---
9 4 CONTACTS M12 MALE BRASS SELECTIVE GOLD
8 1 INSERT 4P FEMALE PUR BLACK
7 1 COUPLING NUT M12 FEMALE BRASS NICKEL
6 1 LABEL 50x69.8 VINYL WHITE
5 - CABLE SEE SHEET 2 ---
4 - OVERMOLD TPU BLACK
3 1 SHIELD BRASS TIN
2 1 PLUG RJ45 TRANSPARENT POLYCARBONATE ---
1 4 or 8 CONTACT RJ45 MALE PHOSPHOR BRONZE SELECTIVE GOLD
ITEM QTY. DESCRIPTION MATERIAL FINISH / COLOR
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BLACK OVERMOULD
MOLEX LOGO ON ONE SIDE
BRAD LOGO ON OTHER SIDE

1

A

1

A

2

B

2

B

3

C

3

C

4

D

4

D

5

E

5

E

6

F

6

F

7

7

8

8

9

9

10

10



(for more information see Cable Data Sheet).
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CABLE CABLE
APPLICATION

CROSS
CABLE JACKET UL

TEMP. RANGE STATIC TEMP. RANGE DYNAMIC
CYCLES

ADITIONAL
TYPE O.D. SECTION BENDING RADIUS STATIC BENDING RADIUS DYNAMIC INFORMATION

11 6.8mm PROFINET TYPE C 22AWG PUR GREEN STYLE 20549 -40°C to +80°C / min.5xO.D. -20°C to +70°C / min.7.5xO.D. up to 5 Mio -
12 6.7mm PROFINET TYPE C 22AWG TPU BASED GREEN STYLE 21215 -40°C to +80°C / min.5xO.D. -25°C to +80°C / min.15xO.D. about 2M, min.15xO.D., -5°C to +60°C WSOR
16 6.5mm - 24AWG TPU BASED TEAL STYLE 21215 -40°C to +80°C / min.6xO.D. -20°C to +50°C 1M, min.10xO.D. / 2M min.20xO.D. @20°C WSOR

CABLE LENGTH TOLERANCES
LENGTH TOLERANCE
0 m-1 m +40 mm
>1 m-5 m +60 mm
>5 m-10 m +80 mm
>10 m-20 m +140 mm
>20 m-30 m +160 mm
>30 m +1% length

No. MOLEX P/N ENGINEERING NO. L (CABLE LENGTH)
1 1201080264 E16A03011M010 1m
2 1201080265 E16A03011M020 2m
3 1201080266 E16A03011M050 5m
4 1201088741 E16A03011M900 90m
5 1201088261 E16A03011M300 30m
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NUMERICAL CODE

Cable type:
See cable table

XE X
Heads:
1=M12x1
    4P D-Code
6=RJ45

A X
Wiring
type

0
Heads style:
030=FE M12 STR  
        / RJ45 Plug STR          

6 X X
H= 2 pcs. of 
      I/D Carrier

Length
Examples:
005=0.5 units
010=1 units
150=15 units

1
E=Ethernet

0
OPTIONS

Units:
M=Meter

X M
(Available parts see PART LIST table. Other parts available upon request)


