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NO: PH-210 PRODUCT: E3Z-LL Laser Photoelectric Sensor
DATE: February 2016 TYPE: Modification Notice

E3Z-LL Laser Photoelectric Sensors will have Modified FDA 
Laser Warning Labels to Reflect Differences Among Models
Effective date: February 2016 production

Reason for modification: The laser diodes used as the 
sensor light source have change and the FDA laser warning 
labels will be modified to reflect the new ratings. Performance 
ratings will not change.

Affected Parts
Models Cable length

E3Z-LL61 0.5M
E3Z-LL61 2M
E3Z-LL61 5M
E3Z-LL61-F80 5M
E3Z-LL61-M1J 0.3M
E3Z-LL61-M3J 0.3M

E3Z-LL63 0.5M
E3Z-LL63 2M
E3Z-LL63 5M
E3Z-LL63-M1J 0.3M
E3Z-LL66 --
E3Z-LL68 --

E3Z-LL81 0.5M
E3Z-LL81 2M
E3Z-LL81 5M
E3Z-LL81-M1J 0.3M
E3Z-LL81-M3J 0.3M

E3Z-LL83 0.5M
E3Z-LL83 2M
E3Z-LL83-M1J 0.3M
E3Z-LL86 --
E3Z-LL88 --



2

Detail of Differences
Warning Label Record

Before the change After the change

Warning label record 
All E3Z-LL  models 

 
 

Warning label record 
E3Z-LL61/66 

 
 
E3Z-LL63/68 

 
 
E3Z-LL81/86 

 
 
E3Z-LL83/88 

 

Specifications and prices in this product news are as of the issue date and are subject to change without notice.
Only main changes in specifications are described in this document. Please be sure to read the relevant catalogs, datasheets, product 
specifications, instructions, and manuals for precautions and necessary information when using products.


