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SECTION A-A
SCALE 2 : 1.2
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NOTES:

MATERIAL:  1.
BODY  & COVER - GRAY POLYCARBONATE (IMPACT-RESISTANT)

UL508 / NEMA TYPE 1, 2, 3, 3R, 3X, 3RX, 3D, 3SX, 4, 4X, 6, 6P, 12 & 13 WITH 2.
IP65, IP66, IP-67 & IP68 WITH RATING & UL-94 5VA

POURED CONTINUOUS GASKET (NOT INSTALLED)3.

SUPPLIED WITH BODY, COVER & 4 SCREWS4.

DIMENSIONS ARE INCH[MM]5.

OPTIONAL ACCESSORIES:6.
ALUMINUM INTERNAL PANEL - HDX-76603

DRAWING FOR REFERENCE
WE RESERVE THE RIGHT TO MAKE CHANGES TO OUR

STANDARD PRODUCTS.  PLEASE CONSULT WITH BUD INDUSTRIES
PRIOR TO USING THIS DRAWING FOR DESIGN PURPOSES.

PART
NAME

PART
No.

REVISION
DATE 1/3/2022HD-7603HD SERIES - HEAVY DUTY NEAMA


	Sheet1
	Drawing View5
	Drawing View12
	Section View A-A
	Drawing View15
	Drawing View16
	Drawing View18


