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Ver 1.5 Ver 1.6 

<Supported Execution Environment> 
.NET Framework（1.1、2.0、3.0、3.5、4.0） 

<Supported Execution Environment> 
.NET Framework（2.0、3.0、3.5、4.0） 
・ Please use .NET Framework V2.0 or later 

(Visual Studio 2005 or later) in case of using 
.NET Framework 1.1（Visual Studio 2003） 

・ If customers need to use .NET Framework 
V1.1, they can use the version within 
specification of CX-Compolet Ver1.5. 

Specification Changes 

Ver 1.5 Ver 1.6 

<Specifications> 
Tag Data Link Specifications 
・ Number of Connections: 256 connections 

(maximum) 
・ Number of Tag Sets: 256 (maximum) 

<Specifications> 
Tag Data Link Specifications are extended. 
・ Number of Connections: 384 connections 

(maximum) 
・ Number of Tag Sets: 384 (maximum) 

 

Examples of Use 
 
SCADA Software Every Omron InduSoft part number that begins with “OMSGY” includes 

CX-Compolet for best performance communicating to Omron tag-
based devices 

Custom Software Customers who have custom-developed interface or data logging 
software with Omron controls and devices can use CX-Compolet or 
SYSMAC Gateway to access controller data. CX-Compolet is best 
when the application uses Tag programming. 

 

For more information 
Speak with your local Omron Application Engineer, or Nick Infelise (Nick.Infelise@omron.com) with 
Omron Marketing. 


