
SCALE 2:1

Connector pin assignment
      Plug M23 17P FE

CABLE PRINT BLACK:
MOLEX (MOLEX PN) MXYYWW

TABLE1
MOLEX PN L [mm] Tol. [mm]
1204901583 1000 +40
1204901584 2000 +60
1204901585 3000 +60
1204901586 4000 +60
1204901587 5000 +60
1204901588 10000 +80
1204901589 15000 +140
1204901590 20000 +140
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SHIELD CONNECTED TO NUT

SCALE 1:2

TABLE 2
ITEM QTY DESCRIPTION
1 1 PLG M23QC 17P PC FE STR SHLD
2 1 CABLE 3X(2X0.14)+2X0.50+4X0.14+4X0.25 WSOR

Technical Data:
Number of positions 17
Number of contcts 17
Contact Ø [mm] 1

Nominal current [A]
9 (for 0.50 mm²)
4.5 ( for 0.25 mm²)
3 ( for 0.14 mm²)

Nominal voltage [V~]
Degree of polution 3 160

Test voltage [V~] 1500
Max. contact resistance [mΩ] 3
Insulation resistance [MΩ]  >1010

Protection IP67 (connected)
Temperatur range (fixed) -40°C to 90°C
Temperature range (flex) -25°C to 80°C
Further details see Product Specification 1204900050
The cordsets delivered packed into carton without PE-bag
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Plug M23
 17P FE

WIRING DIAGRAM

1    YE
2    GN
3    RD
4    N/U
5    BU
6    N/U
7    BN/BU
8    GN/BK
9    GN/RD
10   BN/RD
11   BK
12   BN
13   OG
14   WH/BK
15   BN/GY
16   BN/YE
17   N/U

SHIELD
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