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FORMAT: tb-prod-A3
REVISION: G
DATE: 2015/12/14

VIEW FROM THE FRONT SIDE
(SCALE 2:1)

VIEW FROM THE FRONT SIDE
(SCALE 2:1)

L + TOL. SEE MATRIX AND TABLE 1

50±5

BLACK OVERMOULD, BRAD LOGO
2x I/D CARRIER IF IN MATRIX IS H

TABLICA TOLERANCJI DŁUGOŚCI
TABLE OF LENGTH TOLERANCES
POWYŻEJ
  OVER

   DO I WŁĄCZNIE Z
UP TO AND INCLUDING

TOLERANCJA (+)
TOLERANCE

0 1000 +40
  0

1000 5000 +60
  0

5000 10000 +80
  0

10000 20000 +140
  0

20000 30000 +160
  0

30000 > +1% DŁUGOŚCI
       OF LENGTH

PIN 4

PIN 3

PIN 2

PIN 1

REVISION A ORIGINAL RELEASE
REVISION A1 NEW PN ADDED

PIN 1

PIN 3
PIN 4

BLACK OVERMOULD, BRAD LOGO

PIN 2

12 1 LABEL WH - -
11 1 SLEEVE MA BRASS NICKEL PLATED
10 1 LOCKING NUT MA BRASS NICKEL PLATED
9 1 INSERT MA 4P DCODE BK PUR -
8 4 TERMINAL MA COPPER ALLOY GOLD OVER NICKEL
7 - MOLDING MATERIAL BK TPU -
6 1 GASKET ORING RD FPM -
5 1 SLEEVE FE BRASS NICKEL PLATED
4 1 LOCKING NUT FE BRASS NICKEL PLATED
3 1 INSERT FE 4P DCODE BK PUR -
2 4 TERMINAL FE COPPER ALLOY GOLD OVER NICKEL
1 - CABLE 2x2x22AWG D6.7 GN TPU-SPEC -
ITEM QTY DESCRIPTION MATERIAL FINISH

BILL OF MATERIALS
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WIRING DIAGRAM
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GENERAL
TOLERANCES

(UNLESS SPECIFIED)

ANGULAR TOL ± °

SERIES MATERIAL NUMBER CUSTOMER

130048 SEE MATRIX AND
TABLE 1
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FORMAT: master-tb-prod-A3
REVISION: G
DATE: 2015/12/14

LENGTH EXAMPLES:
005=0.5
010=1
150=15

H= 2 PCS. OF I/D Carrier

E 1 1 B 0 3 0 1 2 M X X X X

WIRING TYPE:
B=4 Pole (OPPOSITE WIRING)

HEADS:
1 = M12 D-Coding
1 = M12 D-Coding

HEADS STYLE:
030 = FEMALE STR / MALE STR

E=EtherCat

CABLE TYPE
SEE CABLE TABLE

PART No MATRIX
OPTIONS

UNITS:
M= METER
T=10x METER

MOLEX PN ENGINNERING No. L[mm]
1300488179 E11B03012M010 1000
1300488180 E11B03012M050 5000
1300488181 E11B03012M100 10000
1300488183 E11B03012M015 1500

TABLE 1

CABLE
TYPE

WIRE
GAUGE

CABLE
JACKET UL CSA TEPERATURE RANGE:

STATIC
TEPERATURE RANGE:
DINAMIC

DRAG CHAIN
TESTED SHIELD

12 0.34 mm2 TPU BASED STYLE 21215 YES -40°C TO +80°C -20°C TO +60°C 2 MIO CYCLES YES

CABLE TABLE


