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DETAIL G
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DIMENSIONS FOR SELECTIVE
PLATING'S 
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FOR GOLD PLATING
THICKNESS TYP.
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NOTES:
1. FOR MATERIAL SPECIFICATION SEE
    NOTE 1. ON SHEET 4.
2. FOR RECOMMENDED P.C.B. HOLE PATTERN,
    PART NO'S AND UNSTATED DIMENSIONS
    SEE SHEET 4.
3. PRODUCT SPEC. NO: PS-99020-0015
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EDGE OF P.C. BOARD
SEE NOTE (3)

RECOMMENDED P.C.B. HOLE PATTERN

NOTES:
1. MATERIAL: GLASS FILLED POLYESTER (UL 94 V0), COLOUR-BLACK.
    PINS: BRASS SIZE 0.635.
    LEVER: GLASS FILLED POLYESTER (UL 94 V0), COLOUR-BLACK.
    SPRING PIN: STEEL

2. PLATING OPTIONS.
    90572-1**1, 1µm MIN. NICKEL UNDERPLATE. CONTACT AREA
    GS1 PLATING   0.1µ MIN. GOLD. SOLDER AREA 3µm MIN.TIN.

3. 10.2mm MAX. TO EDGE OF PCB FOR DAISY CHAIN APPLICATIONS.

4. RECOMMENDED PCB THICKNESS 1.6mm
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