
 

 

 
 

 
 

NOTICE 
Ref Nr: LR-20101123-2 
Date: Nov. 23, 2010 

TO: All customers FROM: Global Leaded-R Sales & Marketing 

HEREWITH YOU ARE INFORMED OF OUR INTENTION TO CHANGE THE FOLLOWING PRODUCTS.

DESCRIPTION: 
FAE100 changed as following description. The implementation will be done from Dec.20, 2010. 
 
1) Dimension change as below table:   

       unit：mm 

Series  L  φD 

Former FAE100  9.5±0.5  5.5±0.05 

New FAE100  11.5±1.0  4.5+1.0
-0.5 

 
2) Construction / material changed. 
3) Body color changed from blue to green with 5th orange color code. 
4) Dielectric withstanding voltage changed from 500V to 400V. 
5) Operation Temperature range changed from “ +55  to +155  “ to  “ +55  to +200 ”.℃ ℃ ℃ ℃  
 
For further information on characteristic, please refer to specification. 
 

 

 

 

 

 

 

 
SUGGESTION FOR ALTERNATIVE PRODUCTS: Not applicable 

Quality Manager 
Signature: 
Date: 

 
S.Y. Chen 
Nov.23, 2010 

Product Manager
Signature: 
Date: 

 
Flora Shen 
Nov. 23, 2010 

Marketing Manager 
Signature:   
Date: 

 
Ken Hsu 
Nov.2., 2010 

FOR MORE INFORMATION, CONTACT: Flora Shen  e-mail: flora.shen@yageo.com 

RETURN YOUR COMMENTS BEFORE: Dec. 25,  2010 

Remarks:  

Comments:  

Date: Nov.23, 2010 

Function: Marketing 

Signature: Ken Hsu 

 


