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Cable reel - SAC-4P-100,0-186/0,75 - 1457461
Please be informed that the data shown in this PDF Document is generated from our Online Catalog. Please find the complete data in the user's
documentation. Our General Terms of Use for Downloads are valid
(http://phoenixcontact.com/download)

Cable ring, PUR/PVC black, 4-pos., conductor colors: brown / white / blue / black, cable length: 100 m

Key Commercial Data
Packing unit 1 pc

GTIN

GTIN 4046356617789

Technical data

Dimensions
Length of cable 100 m

General
Number of positions 4

Cable
Cable type PUR POWER 0.75 mm² black

Cable type (abbreviation) 186

Cable abbreviation LiY11Y

UL AWM style 20549 / 1061 (80°C/300 V)

Conductor cross section 4x 0.75 mm² (power line)

AWG signal line 18

Conductor structure signal line 42x 0.15 mm

Core diameter including insulation 1.75 mm ±0.05 mm

Thickness, insulation ≥ 0.23 mm (Core insulation)

≥ 0.76 mm (Outer cable sheath)

Wire colors brown, white, blue, black

Overall twist 4 wires, twisted

External sheath, color black-gray RAL 7021
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Technical data

Cable
External cable diameter D 5.9 mm ±0.15 mm

Smallest bending radius, movable installation 59 mm

Minimum bending radius, fixed installation 5 x D

Minimum bending radius, flexible installation 10 x D

Number of bending cycles 2000000

Bending radius 59 mm

Traversing path 5 m

Traversing rate 3 m/s

Acceleration 5 m/s²

Cable weight 57 kg/km

Outer sheath, material PUR

Material conductor insulation PVC

Conductor material Bare Cu litz wires

Insulation resistance ≥ 1 MΩ*km (at 20 °C)

Conductor resistance max. 26 Ω/km (at 20 °C)

Nominal voltage, cable ≤ 300 V

Test voltage, cable ≥ 3000 V

Flame resistance according to UL 758/1581 (horizontal)

in accordance with UL 758/1581 FT2

Resistance to oil According to DIN EN 60811-2-1, 168 h at 100°C

Other resistance hydrolysis and microbe resistant

Low adhesion

abrasion-resistant

Resistant to salt water

Ambient temperature (operation) -25 °C ... 80 °C (cable, fixed installation)

-5 °C ... 80 °C (cable, flexible installation)

Environmental Product Compliance
China RoHS Environmentally Friendly Use Period = 50

For details about hazardous substances go to tab “Downloads”,
Category “Manufacturer's declaration”

Drawings

https://www.phoenixcontact.com/pi/products/1457461
https://www.phoenixcontact.com/pi/products/1457461


https://www.phoenixcontact.com/pi/products/1457461

09/20/2019   Page 3 / 4

Cable reel - SAC-4P-100,0-186/0,75 - 1457461

Cable cross section

PUR POWER 0.75 mm² black [186]

Approvals

Approvals

Approvals

EAC

Ex Approvals

Approval details
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Approvals

EAC      RU C-
DE.BL08.B.00286
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