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REVISION A ORIGINAL RELEASE

7 1 LABEL WHITE - -
6 1 RJ45 FEMALE - -
5 1 COUPLING NUT M12 BRASS NICKEL PLATED
4 1 INSERT M12 MALE 4POLE BK ELASTOLLAN -
3 4 CONTACT MALE Cu/Ni2 GOLD OVER NICKEL PLATED
2 - OVERMOULD MATERIAL BK TPU -
1 - CABLE 2x2x24AWG TEAL TPE -

ITEM QTY. DESCRIPTION MATERIAL FINISH

L+TOL. SEE MATRIX

62.5 REF 50 REF 50.5 REF

BILL OF MATERIALS
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GENERAL
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ANGULAR TOL ± °

SERIES MATERIAL NUMBER CUSTOMER

GENERAL MARKET130048 SEE MATRIX(PAGE 2)
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DOCUMENT NUMBER DOC TYPE DOC PART

1300488150 PSD 000

DRAWING SIZE THIRD ANGLE PROJECTION

A3

M12 D-CODE MALE-FEMALE RJ45 XM
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FORMAT: master-tb-prod-A3
REVISION: G
DATE: 2015/12/14

RELEASE STATUS P1 RELEASE DATE 09.12.2016 07:39:45

MOLEX PN ENGINEERING No L [mm]
1300488150 E51A03004M005 500
1300488151 E51A03004M010 1000
1300488152 E51A03004M020 2000
1300488153 E51A03004M030 3000
1300488154 E51A03004M040 4000
1300488155 E51A03004M050 5000
1300488156 E51A03004M060 6000
1300488157 E51A03004M100 10000

TABLE OF LENGTH TOLERANCES
OVER UP TO AND INCLUDING TOLERANCE

0 1000 +40
  0

1000 5000 +60
  0

5000 10000 +80
  0

10000 20000 +140
  0

20000 30000 +160
  0

30000 > +1% OF LENGTH

OPTIONS

H= 2 PCS. OF I/D Carrier

PART No MATRIX

CABLE TYPE:
SEE CABLE TABLE

E 5 1 A 0 3 0 0 4 M X X X X
HEADS STYLE:
030 = FEMALE STR / MALE STR

HEADS:
5 = RJ45 FEMALE
1 = M12

UNITS:
M = METER
T = 10x METER

E = Ethernet LENGTH EXAMPLES:
005=0.5
010=1
150=15

WIRING TYPE:
A=4 Pole (STRAIGHT WIRED)

CABLE
TYPE

WIRE
GAUGE

CABLE
JACKET OD[mm] COLOR MAX OPERATING 

VOLTAGE
INSTALATION AND OPERATING 
TEMPERATURE SHIELD

4 24 AWG TPE 5.59 MAX TEAL 600 V RMS -20°C TO +75°C NO

REVISION A ORIGINAL RELEASE

PART LIST


