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PICK AND PLACE
COVER

HEADER ASSEMBLY
NO. OF

POSITIONS
PART NO

PICK AND PLACE 147117-1
SUNRFACE MOUNT HEADER 4-647166-0

1. MATERIAL:
    HOUSING- NYLON, UL94V-0, BLACK
    CONTACT- COPPER ALLOY
    CAVITY CARRIER TAPE- BLACK CONDUCTIVE PLOYCARBONATE
 
2. FINISH:
    CONTACT - TIN PLATE
 
3. POSTS SOLDERTAILS MUST COMPLY WITH TE SOLDERABILITY 
    SPEC 109-11-12.
 
 
4. HEADERS ARE SUPPLIED ON A 330.2mm DIAMETER REEL 
    WITH 225 PARTS PER REEL. THE CAVITY CARRIER TAPE
    HOLDS 1 PART PER POCKET, ORIENTED AS SHOWN.
 
5.TE LOGO, UL AND CSA TRADEMARKS MARKED AT THIS LOCATION
 

DIRECTION OF REEL

1 2

A 17DEC15 NINA DANIELFIRST RELEASED

ELONGATED HOLES TYPE

COVER TAPE
CAVITY CARRIER TAPE
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RECOMMENDED P.C. BOARD LAYOUT
FOR USE WITH 0.254mm THICK STENCIL
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