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M8 FEMALE VIEWS FROM THE FRONT SIDE
3 POLES 4 POLES 5 POLES

FE
M

AL
E

W
IR

IN
G

 D
IA

G
R

AM PIN WIRE PIN WIRE PIN WIRE
1 BROWN 1 BROWN 1 BROWN
3 BLUE 2 WHITE 2 WHITE
4 BLACK 3 BLUE 3 BLUE

4 BLACK 4 BLACK
5 GREY

NOTES:
1. RATED VOLTAGE:   3 POLE 60V AC/DC
                                      4 and 5 POLE 30V AC/DC
2. CURRENT RATING: 3A
3. PROTECTION CLASS: IP 67
4. PART LIST - SEE SHEET 3

BOM
ITEM QTY. DESCRIPTION MATERIAL FINISH/COLOR

1 - CABLE SEE CABLE LIST SEE CABLE LIST
2 6 / 8 / 10 FEMALE CONTACT BRASS SELECTIVE GOLD OVER NICKEL

3 1
LABEL VINYL YELLOW

PRINTING FOR CABLES Ixx
4 - OVERMOLD SEE MATRIX SEE MATRIX
5 2 COUPLING NUT SEE MATRIX SEE MATRIX
6 2 FEMALE INSERT PUR BLACK
7 2 GASKET FKM RED
8 2 ID CARRIER (SEE MATRIX) PVC TRANSPARENT
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PART No MATRIX

LENGTH:
EXAMPLE:
010 = 1 m
050 = 5 m
100 = 10 m

CABLE:
E02 - 0.25mm2, PVC, BK
H08 - 0.25mm2, PUR, BK
I02 -  0.25mm2, PVC, GY
P02 - 0.25mm2, PUR, BK
P82 - 0.34mm2, PUR, OG

HEADER:
010= FEMALE STRAIGHT - FEMALE STRAIGHT

COUPLIN NUT:
      BLANK = Knurled Brass Ni Plated
      9 = HEXAGONAL SW9 Brass Ni Plated
OVERMOULD:
      BLANK = BLACK
      A = GREY    
      G = BLACK    
H = 2x I/D CARRIER

44= M8x1
DOUBLE ENDED

POLES:
3 = 3 POLES
4 = 4 POLES
5 = 5 POLES

UNIT:
M = METER
C = CENTIMETER

OPTIONS
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CABLE LIST

3P 4P 5P CABLE TYPE CABLE P/N DESCRIPTION MATERIAL FINISH/COLOR UL CSA STATIC: TEMP. /
BENDING RADIUS

DYNAMIC: TEMP. /
BENDING RADIUS DRAG CHAIN

X
E02

1202090013 CABLE PVC BLK 3X0.25MM UL/CSA, O.D. 4.60mm
PVC BLACK UL 2464/1729 C22.2 I/II A/B 80°C/300V -30°C to +80°C, >10xO.D. -10°C to +80°C, >15xO.D. -X 1202090020 CABLE PVC BLK 4X0.25MM(UL/CSA), O.D. 4.90mm

X 1202094466 CABLE PVC BLK 5X0.25MM(UL/CSA),  O.D. 5.30mm
X 1202090015 CABLE PUR BLK 3X0.25MM-LSOH UL,  O.D. 4.10mm

UL
21198/10493 C22.2 I/II A/B 80°C/300V -40°C to +80°C, >5xO.D. -25°C to +80°C, >10xO.D. 2 000 000 cycles at 20°C,

Temp. range +5°C to +60°CX H08 1202090019 CABLE PUR BLK 4X0.25MM-LSOH UL,  O.D. 4.40mm PUR BLACK
X 1202094476 CABLE PUR BLK 5X0.25MM-LSOH UL,  O.D. 4.70mm

X
I02

1202090016 CABLE CEI GREY DC 3 X 0.25mm,  O.D. 4.50mm
PVC GREY - - -30°C to +70°C -5°C to +70°C -

X 1202090965 CABLE CEI GREY DC 4 X 0.25MM,  O.D. 4.80mm
X

P02
1202090014 CABLE PUR/PVC BLK 3X0.25MM,  O.D. 4.70mm

PUR BLACK - - -30°C to +80°C, >7xO.D. -5°C to +80°C, >15xO.D. -X 1202090018 CABLE PUR/PVC BLK 4X0.25MM,  O.D. 4.80mm
X 1202094463 CABLE PUR/PVC BLK 5X0.25MM, O.D. 5.00mm

X
P82

1202090007 CABLE IRR PUR ORGE DC 3X0.34MM, O.D. 5.10mm
PUR ORANGE - - -50°C to +105°C, >5xO.D. -40°C to +105°C, >7.5xO.D. -X 1202090008 4X0.34MM;CABLE;IRR;PUR;ORGE;DC, O.D. 5.10mm

X 1202090009 CABLE;IRR;PUR;ORGE;4X0.34;1X.5, O.D. 5.70mm

X X4 1 0 XX0 XX X XX4

CABLE LENGTH TOLERANCES
OVER
[mm]

UP TO AND 
INCLUDING [mm] TOLERANCES [mm]

0 305 +19
305 915 +45
915 1830 +56

1830 3660 +89
3660 7320 +165
7320 14640 +317

14640 30500 +610

30500 > +2%  OF FINISHED 
LENGTH
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No. MOLEX PN ENGINEERING No L+Tol. [mm]
1 1200868383 443010E02M012G 1200 +56
2 1200868384 443010P02M012 1200 +56
3 1200878030 444010E02M120 12000 +317
4 1200878144 444010H08M002 200 +19
5 1200878145 444010H08M020 2000 +89
6 1200878269 443010P02M012G 1200 +56
7 1200878342 444010P02M020 2000 +89
8 1200878343 444010P02M050 5000 +165
9 1200878344 444010P02M070 7000 +165
10 1200878345 444010P02M100 10000 +317
11 1200878546 444010P02M002 200 +19
12 1200878552 444010P02M150 15000 +610
13 1200878553 444010P02M200 20000 +610
14 1200878836 444010E02M041 4100 +165
15 1200878839 444010E02M039 3900 +165
16 1200878840 444010E02M021 2100 +89
17 1200879089 444010H08M011 1100 +56

PART LIST
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