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DIMENSION UNITS SCALE

mm 1:1
GENERAL TOLERANCES
   (UNLESS SPECIFIED)

ANGULAR TOL ± 1.0 °
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3 PLACES ±

2 PLACES ± 0.05

1 PLACE ± 0.3

0 PLACES ± 0.5
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C

3 3 2 1 2 0 X 8 0 M X X X

HEADER:
120 = FEMALE CONTACTS AND
          FEMALE THREAD TO MALE
          CONTACTS AND
          FEMALE THREAD

33 = DOUBLE ENDED
        MINI CHANGE
        C SIZE

UNIT:
M = METER

LENGTH EXAMPLE:
010 = 1 m
050 = 5 m
100 = 10 m

CABLE:
P80 = 3X0.75mm2+8X0.34mm2, PUR BLACK
B80 = 3X0.75mm2+8X0.34mm2, TPU BLACK

POLES:
2 = 12 POLES

POS QTY DESCRIPTION MATERIAL FINISH / COLOR
1 - CABLE SEE MATRIX SEE MATRIX
2 9 CONTACT FEMALE 0.34mm2 - -
3 3 CONTACT FEMALE 0.75mm2 - -
4 9 CONTACT MALE 0.34mm2 - -
5 3 CONTACT MALE 0.75mm2 - -
6 - OVERMOLUD PVC YELLOW
7 1 INSERT FEMALE 12 POLE PVC YELLOW
8 1 INSERT MALE 12 POLE PVC YELLOW
9 2 FRICTION RING NYLON TRANSPARENT
10 2 COUPLING NUT FEMALE ELECTROPHORETIC BLACK

PART LIST

BOM

POS. MOLEX PN ENGINEERING NO. L+Tol. [mm]
1 1300128033 332120B80M020 2000 +89
2 1300128034 332120B80M100 10000 +317
3 1300128035 332120B80M200 20000 +610
4 1300128036 332120B80M160 16000 +610
5 1300128037 332120B80M050 5000 +165
6 1300128022 332120P80M160 16000 +610
7 1300128027 332120P80M050 5000 +165
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L+Tol. SEE PART LIST
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CABLE SPECIFICATION B80 P80
VOLTAGE RATING:
TEMPERATURE RANGE (STATIC):
TEMPERATURE RANGE (DYNAMIC):
UV RESISTANCE:
OMOLOGATION:

600V
-40°C / +90°C (3000h)
-25°C / +80°C 
YES (UL1581/2556-300h)
UL STYLE 21215 + CSA; RATING 80°C 600V

300V (ONLY FOR ELECTRONIC USE)
-40°C / +90°C (CEI EN 60811-1-4, ITEM 8.2)
-15°C / +90°C 
-
-
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