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REVISION A1 TRANSFERRED TO ECTR

VIEW FROM THE FRONT SIDE

VIEW FROM THE FRONT SIDE

PIN WIRE COLOR
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PRINTING ON THE CABLE: MOLEX "MOLEX PN" "ENGINEERING PN" MXYYWW SHIELD SAME LENGTH AS SINGLE STRAND
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DATE ACCORDING WITH WN-00001

TECHNICAL SPECIFICATION:
VOLTAGE RATING: 30V AC/DC
AMPERAGE RATING: MAX. 3A

PROTECTION: IP67
OPERATING TEMPERATURE: -10°C TO + 90°C

SEE PART LIST
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MOLEX PN ENGINEERING NO L+TOL. [mm]
1200695295 0811 051KF 02600 2000+89
1200695298 0811 051KF 05500 5000+165
1200695299 0811 051KF 05600 5000+165
1200695301 0811 051KF 10500 10000+317
1200695302 0811 051KF 10600 10000+317
1200695305 0811 051KF 15600 15000+610
1200698172 0811 051KF 25600 25000+610
1200698181 0811 051KF 20600 20000+610
1200698187 0811 051KF 20500 20000+610

PART LIST

0 8 1 1 - 0 5 1 K F - X X X 0 0

OVERMOULDED M12 FAMILY SHIELDED NO OF POLES:
05 - 5 POLES

CONNECTOR TYPE
1- STRAIGHT

FEMALE CONNECTOR LENGHT
01 - 1M
02 - 2M
05 - 5M
15 - 15M
20 - 20M
90 - 1.5M
91 - 0.6M
92 - 0.3M
93 - 2.5M
94 - 3.5M
95 - 7.5M

TYPE OF CABLE
5 - PVC SHIELDED
6 - PUR SHIELDED

PART No MATRIX

7 1 GASKET 7.1X1.35 FPM RED
6 1 M12 FEMALE SHIELD BRASS Ni-PLATED
5 1 NUT M12 FEMALE BRASS Ni-PLATED
4 5 CONTACT 10 FEMALE BRASS GOLD OVER NICKEL
3 1 MMC 5P FEMALE INSERT PUR BLACK
2 - MOULDING MATERIAL TPU BLACK
1 - CABLE 5X0.25 D5.3MM SEE CABLE TABLE BLACK
ITEM QTY DESCRIPTION MATERIAL FINISH/ COLOR

BOM

CABLE TYPE MOLEX PN CROSS SCETION  MATERIAL COLOR OUTER DIAMETER
5 1202090206 5x0.25mm2 PVC BLACK 5.3mm
6 1202090195 5x0.25mm2 PUR BLACK 5.3mm
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