
 

Part Change Notification Number: 

TGEANA_PCN_0063 

Date: 10th January 2022 

Parts Affected: H48-6A / TG-A486A Series 

Old Manufacturer P/N Old Digi-key P/N 
Replacement 
Manufacturer P/N Replacement Digi-key P/N 

TG-A486A-100-100-0.3-0 1168-TG-A486A-100-100-0.3-0-ND TG-AH486-100-100-0.3-0 1168-TG-AH486-100-100-0.3-0-ND 

TG-A486A-100-100-0.5-0 1168-TG-A486A-100-100-0.5-0-ND TG-AH486-100-100-0.5-0 1168-TG-AH486-100-100-0.5-0-ND 

TG-A486A-100-100-0.5-1A 1168-TG-A486A-100-100-0.5-1A-ND TG-AH486-100-100-0.5-1A 1168-TG-AH486-100-100-0.5-1A-ND 

TG-A486A-100-100-1.0-0 1168-TG-A486A-100-100-1.0-0-ND TG-AH486-100-100-1.0-0 1168-TG-AH486-100-100-1.0-0-ND 

TG-A486A-100-100-1.0-1A 1168-TG-A486A-100-100-1.0-1A-ND TG-AH486-100-100-1.0-1A 1168-TG-AH486-100-100-1.0-1A-ND 

TG-A486A-100-100-10.0-0 1168-TG-A486A-100-100-10.0-0-ND TG-AH486-100-100-10.0-0 1168-TG-AH486-100-100-10.0-0-ND 

TG-A486A-100-100-10.0-1A 1168-TG-A486A-100-100-10.0-1A-ND TG-AH486-100-100-10.0-1A 1168-TG-AH486-100-100-10.0-1A-ND 

TG-A486A-100-100-2.0-0 1168-TG-A486A-100-100-2.0-0-ND TG-AH486-100-100-2.0-0 1168-TG-AH486-100-100-2.0-0-ND 

TG-A486A-100-100-2.0-1A 1168-TG-A486A-100-100-2.0-1A-ND TG-AH486-100-100-2.0-1A 1168-TG-AH486-100-100-2.0-1A-ND 

TG-A486A-100-100-3.0-0 1168-TG-A486A-100-100-3.0-0-ND TG-AH486-100-100-3.0-0 1168-TG-AH486-100-100-3.0-0-ND 

TG-A486A-100-100-3.0-1A 1168-TG-A486A-100-100-3.0-1A-ND TG-AH486-100-100-3.0-1A 1168-TG-AH486-100-100-3.0-1A-ND 

TG-A486A-100-100-5.0-0 1168-TG-A486A-100-100-5.0-0-ND TG-AH486-100-100-5.0-0 1168-TG-AH486-100-100-5.0-0-ND 

TG-A486A-100-100-5.0-1A 1168-TG-A486A-100-100-5.0-1A-ND TG-AH486-100-100-5.0-1A 1168-TG-AH486-100-100-5.0-1A-ND 

TG-A486A-150-150-0.3-0 1168-TG-A486A-150-150-0.3-0-ND TG-AH486-150-150-0.3-0 1168-TG-AH486-150-150-0.3-0-ND 

TG-A486A-150-150-0.3-2A 1168-TG-A486A-150-150-0.3-2A-ND TG-AH486-150-150-0.3-2A 1168-TG-AH486-150-150-0.3-2A-ND 

TG-A486A-150-150-0.5-0 1168-TG-A486A-150-150-0.5-0-ND TG-AH486-150-150-0.5-0 1168-TG-AH486-150-150-0.5-0-ND 

TG-A486A-150-150-0.5-1A 1168-TG-A486A-150-150-0.5-1A-ND TG-AH486-150-150-0.5-1A 1168-TG-AH486-150-150-0.5-1A-ND 

TG-A486A-150-150-0.5-2A 1168-TG-A486A-150-150-0.5-2A-ND TG-AH486-150-150-0.5-2A 1168-TG-AH486-150-150-0.5-2A-ND 

TG-A486A-150-150-1.0-0 1168-TG-A486A-150-150-1.0-0-ND TG-AH486-150-150-1.0-0 1168-TG-AH486-150-150-1.0-0-ND 

TG-A486A-150-150-1.0-1A 1168-TG-A486A-150-150-1.0-1A-ND TG-AH486-150-150-1.0-1A 1168-TG-AH486-150-150-1.0-1A-ND 

TG-A486A-150-150-10.0-0 1168-TG-A486A-150-150-10.0-0-ND TG-AH486-150-150-10.0-0 1168-TG-AH486-150-150-10.0-0-ND 

TG-A486A-150-150-10.0-1A 1168-TG-A486A-150-150-10.0-1A-ND TG-AH486-150-150-10.0-1A 1168-TG-AH486-150-150-10.0-1A-ND 

TG-A486A-150-150-2.0-0 1168-TG-A486A-150-150-2.0-0-ND TG-AH486-150-150-2.0-0 1168-TG-AH486-150-150-2.0-0-ND 

TG-A486A-150-150-2.0-1A 1168-TG-A486A-150-150-2.0-1A-ND TG-AH486-150-150-2.0-1A 1168-TG-AH486-150-150-2.0-1A-ND 

TG-A486A-150-150-3.0-0 1168-TG-A486A-150-150-3.0-0-ND TG-AH486-150-150-3.0-0 1168-TG-AH486-150-150-3.0-0-ND 

TG-A486A-150-150-3.0-1A 1168-TG-A486A-150-150-3.0-1A-ND TG-AH486-150-150-3.0-1A 1168-TG-AH486-150-150-3.0-1A-ND 

TG-A486A-150-150-5.0-0 1168-TG-A486A-150-150-5.0-0-ND TG-AH486-150-150-5.0-0 1168-TG-AH486-150-150-5.0-0-ND 

TG-A486A-150-150-5.0-1A 1168-TG-A486A-150-150-5.0-1A-ND TG-AH486-150-150-5.0-1A 1168-TG-AH486-150-150-5.0-1A-ND 

TG-A486A-300-300-0.3-0 1168-TG-A486A-300-300-0.3-0-ND TG-AH486-300-300-0.3-0 1168-TG-AH486-300-300-0.3-0-ND 

TG-A486A-300-300-0.5-0 1168-TG-A486A-300-300-0.5-0-ND TG-AH486-300-300-0.5-0 1168-TG-AH486-300-300-0.5-0-ND 

TG-A486A-300-300-0.5-1A 1168-TG-A486A-300-300-0.5-1A-ND TG-AH486-300-300-0.5-1A 1168-TG-AH486-300-300-0.5-1A-ND 

TG-A486A-300-300-1.0-0 1168-TG-A486A-300-300-1.0-0-ND TG-AH486-300-300-1.0-0 1168-TG-AH486-300-300-1.0-0-ND 

TG-A486A-300-300-1.0-1A 1168-TG-A486A-300-300-1.0-1A-ND TG-AH486-300-300-1.0-1A 1168-TG-AH486-300-300-1.0-1A-ND 

TG-A486A-300-300-10.0-0 1168-TG-A486A-300-300-10.0-0-ND TG-AH486-300-300-10.0-0 1168-TG-AH486-300-300-10.0-0-ND 

TG-A486A-300-300-10.0-1A 1168-TG-A486A-300-300-10.0-1A-ND TG-AH486-300-300-10.0-1A 1168-TG-AH486-300-300-10.0-1A-ND 

TG-A486A-300-300-2.0-0 1168-TG-A486A-300-300-2.0-0-ND TG-AH486-300-300-2.0-0 1168-TG-AH486-300-300-2.0-0-ND 
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TG-A486A-300-300-2.0-1A 1168-TG-A486A-300-300-2.0-1A-ND TG-AH486-300-300-2.0-1A 1168-TG-AH486-300-300-2.0-1A-ND 

TG-A486A-300-300-3.0-0 1168-TG-A486A-300-300-3.0-0-ND TG-AH486-300-300-3.0-0 1168-TG-AH486-300-300-3.0-0-ND 

TG-A486A-300-300-3.0-1A 1168-TG-A486A-300-300-3.0-1A-ND TG-AH486-300-300-3.0-1A 1168-TG-AH486-300-300-3.0-1A-ND 

TG-A486A-300-300-5.0-0 1168-TG-A486A-300-300-5.0-0-ND TG-AH486-300-300-5.0-0 1168-TG-AH486-300-300-5.0-0-ND 

TG-A486A-300-300-5.0-1A 1168-TG-A486A-300-300-5.0-1A-ND TG-AH486-300-300-5.0-1A 1168-TG-AH486-300-300-5.0-1A-ND 

TG-A486A-320-320-0.3-0 1168-TG-A486A-320-320-0.3-0-ND TG-AH486-320-320-0.3-0 1168-TG-AH486-320-320-0.3-0-ND 

TG-A486A-320-320-0.3-1A 1168-TG-A486A-320-320-0.3-1A-ND TG-AH486-320-320-0.3-0 1168-TG-AH486-320-320-0.3-0-ND 

TG-A486A-320-320-0.3-2A 1168-TG-A486A-320-320-0.3-2A-ND TG-AH486-320-320-0.3-2A 1168-TG-AH486-320-320-0.3-2A-ND 

TG-A486A-320-320-0.5-0 1168-TG-A486A-320-320-0.5-0-ND TG-AH486-320-320-0.5-0 1168-TG-AH486-320-320-0.5-0-ND 

TG-A486A-320-320-0.5-1A 1168-TG-A486A-320-320-0.5-1A-ND TG-AH486-320-320-0.5-1A 1168-TG-AH486-320-320-0.5-1A-ND 

TG-A486A-320-320-0.5-2A 1168-TG-A486A-320-320-0.5-2A-ND TG-AH486-320-320-0.5-2A 1168-TG-AH486-320-320-0.5-2A-ND 

TG-A486A-320-320-1.0-0 1168-TG-A486A-320-320-1.0-0-ND TG-AH486-320-320-1.0-0 1168-TG-AH486-320-320-1.0-0-ND 

TG-A486A-320-320-1.0-1A 1168-TG-A486A-320-320-1.0-1A-ND TG-AH486-320-320-1.0-1A 1168-TG-AH486-320-320-1.0-1A-ND 

TG-A486A-320-320-10.0-0 1168-TG-A486A-320-320-10.0-0-ND TG-AH486-320-320-10.0-0 1168-TG-AH486-320-320-10.0-0-ND 

TG-A486A-320-320-10.0-1A 1168-TG-A486A-320-320-10.0-1A-ND TG-AH486-320-320-10.0-1A 1168-TG-AH486-320-320-10.0-1A-ND 

TG-A486A-320-320-2.0-0 1168-TG-A486A-320-320-2.0-0-ND TG-AH486-320-320-2.0-0 1168-TG-AH486-320-320-2.0-0-ND 

TG-A486A-320-320-2.0-1A 1168-TG-A486A-320-320-2.0-1A-ND TG-AH486-320-320-2.0-1A 1168-TG-AH486-320-320-2.0-1A-ND 

TG-A486A-320-320-3.0-0 1168-TG-A486A-320-320-3.0-0-ND TG-AH486-320-320-3.0-0 1168-TG-AH486-320-320-3.0-0-ND 

TG-A486A-320-320-3.0-1A 1168-TG-A486A-320-320-3.0-1A-ND TG-AH486-320-320-3.0-0 1168-TG-AH486-320-320-3.0-0-ND 

TG-A486A-320-320-5.0-0 1168-TG-A486A-320-320-5.0-0-ND TG-AH486-320-320-5.0-0 1168-TG-AH486-320-320-5.0-0-ND 

TG-A486A-320-320-5.0-1A 1168-TG-A486A-320-320-5.0-1A-ND TG-AH486-320-320-5.0-1A 1168-TG-AH486-320-320-5.0-1A-ND 

TG-A486A-60-60-6.5-0 1168-TG-A486A-60-60-6.5-0-ND No direct replacement, please contact for alternative part support 

TG-A486A-6-6-1.0-0 1168-TG-A486A-6-6-1.0-0-ND No direct replacement, please contact for alternative part support 

TG-A486A-68-50-1.0-0 1168-TG-A486A-68-50-1.0-0-ND No direct replacement, please contact for alternative part support 

 

 

Reason: Low Demand 

Description: Due to the low demand for the product H48-6A / TG-A486A Series, T-Global have taken the decision to 
obsolete this material from their portfolio.  
Should you require more details or wish to discuss other alternative materials this please do not hesitate to contact us 
at sales@tglobaltechnology.com. 
 
Last Buy: 31/03/2022 

 

Approved By: Duncan Bell, General Manager 
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